








User-friendly 
interface

Tool-free setup  
in 10 minutes 
on-site

Choose material Select template Specify dimensions 
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Cost savings
A customer case

Savings

m2/day	 194	 471	 227

Total days	 51	 24	 27

Total salary	 £68,422	 £33,198	 £36,223

PROJECT

GYPSUM

10.000 m2

5 PEOPLE

Hourly wage: £33,54
8 hours/day
Cost/day: £1342

KOBOT 1225
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Models

KOBOT 912
900 x 1200 mm

KOBOT 1225
1250 x 2500 mm

KOBOT 1230
1250 x 3050 mm

KOBOT 925
900 x 2500 mm
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The cutting robot can handle many 
different types of board materials with 
a thickness of up to 25 mm.

GYPSUM

WIND 
PANELS

PLYWOOD

LAMINATE

FIBRE 
GYPSUM

OSB

FIBRE 
CEMENT

CEMENT-BASED 
BOARDS

CEMENT-
BONDED 
WOOD WOOL 
PANELS

MANY MORE
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When the KOBOT cutting robot is connected to the vacuum 
cleaner, it effectively captures almost all of the dust during 
cutting, reducing dust levels by up to 99% compared to a 
traditional plunge saw. This results is a cleaner workspace and a 
healthier environment for both you and your colleagues.

Improve your work environment 
when cutting boards with a 
KOBOT and reduce dust by:

Significant 
dust reduction

The test was conducted in a controlled test chamber. 
The data reflects the average overall reduction in dust 
concentration compared to a plunge saw, based on a single 
operator performing the cuts.

FIBRE CEMENT

89%
FIBRE GYPSUM

99%
GYPSUM

83%
PLYWOOD

56%
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Innovative technology 
Flawless Cutting Finish

With KOBOTS technology, the cutting robot 
delivers straight, smooth cuts that match 
your measurements exactly. That means high 
accuracy in every cut – and consistent results 
you can rely on throughout the job.

Precision matters 
when cutting 
boards
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Many people in the construction industry 
experience fatigue and workplace accidents. 
A cutting robot from KOBOTS reduces the 
risk of cutting accidents and poor posture. 
Simply enter the desired dimensions in 
the app and the robot will do the gruelling 
cutting work.

Avoid 
occupational 
injuries
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Less material 
waste

Better material 
utilisation  
= Less waste

Construction waste accounts for 42% of the 
total amount of waste in Denmark, of which 
approximately 10% of the total material 
consumption is wasted.

The KOBOTS app calculates optimal material 
usage, ensuring minimal waste and more 
efficient resource utilisation.
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Compared to a plunge saw, a KOBOTS cutting 
robot halves the noise level by as much as 50% 
during the cutting process. A cutting robot from 
KOBOTS emits 83.2 dB(A) where as a plunge 
saw emits on average up to 92.9 dB(A).

According to BFA, the human ear perceives a 
doubling or halving of noise at 8-10 dB.

KOBOT cutting robot

Plunge saw
On average

83,2 dB (A)

92,9 dB (A)

Cut the noise 
in half

15



KOBOTS Company ApS
Lind Hansens Vej 13H
5000 Odense C
Denmark
Tel.	 (+45) 70 20 32 12
Mail	sales@kobots.dk

kobots.com

Follow us


