KOBOTS (£

KOBOT - 812, 925, 1225 & 1230

{
!v”f
s
e e VU i ]
P R ooz s AT o i
s

=
—— WL

i T A
M \\M e Mﬂ./\fr
- e AL fww\ \

5100342



ENGLISH

ASSEMBLY INSTRUCTIONS

Applicable for Kobot 912,8925,1225 & 1230

v

A

When setting up and dismantling the cutting robot, make sure to use correct lift-
ing techniques and take appropriate breaks to avoid overloading.

- The KOBOT 912 can be set up by one person.
- Two people are required to set up the KOBOT 925, 1225 & 1230,

\
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ENGLISH

KOBOT 3812 parts

1. Bottom guide [marked in black])
2. Right + left leg

3. N-frame

4, Top guide {marked in blue)

5. Gantry

B. Cutting head

7. Main cable

8. Motor cable

8. Power cable

10. Bottom guide for control box cable

11. Control box

Transport and storage of the cutting robot's components.

ﬁ The cutting robot may only be stored
and transported in the original boxes.

Box 1 Top guide(5), bottom guide(1) Box 3 Gantry{B), cables{8](S)(10){1 1]

Box 4 Cutting head(7), Box 5 Control box[12]
phone, charger
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KOBOT 925, 1225 & 1230 parts

1. Bottom guide [marked in black]

2. Right + left leg S,
L W, =
&Ny =
3. Left N-frame F 2 2 £
BETS
4. Right N-frame Ty w3
‘:/ i W \\\‘\

A

5. Top guide [marked in blug)

8. Gantry

7. Cutting head

8. Main cable

9. Maotor cable

10. Power cable

11. Bottom guide for control box cable

12. Control box

13. [1230) Support leg for frame

Transport and storage of the cutting robot's components.

ﬁ The cutting robot may only be stored
and transported in the original boxes.

Box 1 Top guide(B}, bottom guide [1]

Box 3 Gentry(7}, cables[8)(9)(10)(11]

Box 4 Cutting head[B), Box 5 Control hox{13]
phone, charger
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Parts are found
in box 1 and 2

Open the two support legs. The legs must be
placed approximately so that the fittings on the
bottom guide and legs are aligned

Place the bottom guide with the motor on the left
side on the flat floor where the cutting robot is to

be assembled.

CAUTION!
Be careful not to damage the magnetic strip when handling the guide. See the section on Maintenance and

daily operation to see the location of the magnetic strip.
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CAUTION!
A Be careful not to damage the magnetic strip when handling the guide. See the section on Maintenance and

daily operation to see the location of the magnetic strip.

3.

Attach the bottom guide. The bottom guide is installed first on
the motor side {left] as it is the heaviest. Then instail the right
side of the bottom guide. it may be necessary to move the right
leg to make the coupling fit. Once the bottorm guide is installed,
check that both support legs are securely on the floor.

Lack in place by inserting a split at the top of the bracket. The split
rmust face upwards [vertically).

KOBOT 1230: One leg is placed
further in on the bottom guide.
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Box 2 - Box 2 cllic Box 2 R
912 ; 925, 1225 | 1230
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4.

Place the N-rame in the quick couplings and puil
the frame to the left to form an "N".

Lock the N-frame by turning the blue piece on the
quickcouplings on both sides of the Nframe.

A M

vertical support in the middle of
| the frame.

f KOBOT 1230 has an additional

—)

-

Lock the quick-
couplings.
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Install and lock the top guide at all poings.

[Twao guickcouplings on N-frame, may need to be aligned during
assembly].

Once the top guide is installed, check that both support legs are
securely placed on the floon

CAUTION! Be careful not to damage the

A magnetic strip when handling the guide.
See the section on Maintenance and
daily operation to see the location of the

magnetic strip.

The ends are locked with

Lock the quick- a split that must lie down

couplings.

{horizontally).
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6.

Slide the carriage into the hole between the calibration block and the wooden frame so that the hinge on the carriage
is visible, Make sure the carriages on the top and bottom guides are positioned parallel to each other, abaut. 35 cm
from the motors.
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Box 3

7 u CAUTION! Be careful not to damage the
magnesic strip when handling the guide.
See the section on Maintenance and
daily operation to see the location of the
magnetic strip.

Attach the gantry from top to bottom.

Lock the gantry s toggle latches at the top and bottom. Be carefui not to

The KOBOT 1230 h ne
tighten them too hard. Must be able to be loosened without the use of tooals, ¢ T -

toggle latch located on the
underside
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Box 4

8.

B.a Attach the cutting head.

8.b Lock the two blue guickcouplings of the
Skeerehovedet passettes.

cutting head.

The main cable is connected from the back, on top of the mount-

ing box. Note that color markings must match. Lock the safety Ensure that connectars are plugged

brackets. completely parallel and without excess
force. For a more detailed description,
see the section on Maintenance and daily
operations.
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10.

Connect the power plug to the cutting head. Note

that color markings must match. Lock the safety Ensure that connectors are plugged

brackets. completely parallel and without excess
force. For @ more detailed description,
see the section on Maintenance and daily
operations.

11.

11a. Connect the vacuum cleaner hose to the cutting head.
11b. Connect the vacuum cleaner hose to the vacuum cleaner. A

Pay attention to whether the vacuum
cleaner hose can move freely in the work
area.

12a.
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12

12a. Connect the motor cable and lock the connec-
tor Note that color markings must match.

12b. Connect the bottom guide cable and lock the
connector. Note that color markings must match.

12a

T

L

12b.

Ensure that connectors are plugged
completely parailel and without excess
force. For a more detailed description,
see the section on Maintenance and daily
operations.

13.

Insert a waste board. The waste board acts as a
cutting surface.

The waste board must be 12.5 mm thick, dimen-
sionally stable and suitable for the blade/material
being processed.

The waste board can be made of the same material
as the stain.

The waste board must cover the entire area.

If necessary, cut one or more panels if a waste
board the size of the cutting area cannot be
achieved from a complete panel.

Add-on pieces should be placed on the left, as indi-
cated by the illustration.

Possibly. the edge guard must face out.
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14.

( WARNING! Always follow the safety instructions and applicable
regulations. The checklist MUST be reviewed before connecting the

power plug to the cutting robat.

14a Are all electrical connectors on the maching prop- 14b Are all toggle latches, splits and quick couplings locked
erly connected and locked? correctly?

14d Check that all magnetic strips are intact and correctly
positioned on the gantry, top guide and bottom guide. If
errors occur, see the section on maintenance and daily
operation.

14c Check that the vacuum cleaner is con-
nected correctly.
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Box 5

CONTROL E‘,IZ,'!)(;L

fand

15.

Connectar 1: Power connector from vacuum cleaner
to control box.

Connector 2: Main cable from control box to cutting
robaot.

Connector 3: Cable from bottom guide to control box.

Cannector 4: Power connector from the mains to the
contral box.

the control box located in
the center of the cutting
area under the machine.

f KOBOT 1230 MUST have

Vacuum cleaner must be connected to
the machine's control box

Pay attention to whether the main cabie
can move freely in the work area.

N TN

Max power consumption

Can be connected to vacuum clean-
ers with a total power consurnption
of up to 1500W.
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16.

Activation of emergency stop.

The emergency stop is activated by the emergency stop button
on the cutting head. The emergency stop function causes an
immediate stop of motors, cutting tools and vacuum cleaner.

Emergency stop must not be used as a regular stop or pause
button during operation. Use the start/stop button for this.

Deactivation of emergency stop.
Deactivate the emeargency stop by rotating the yeltow ring to
the right (clockwise).

17.

Start-up

The cutting robot's cantrol button is located at the top
of the gantry. Find more information about this in the
control button section.

When the red light in the machine's light tower flashes
guickly, press the congrol button.

The light tower now changes to a slow green flash and
the machine moves to its start position.
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18.

Place the board to be cut. The board should be flat against the bottom wooden strip and pushed
all the way to the left towards the O-paint.
ATTENTION! Gypsum boards are cut with the back side out as standard, as overcutting is then

done on the back side.
Therefore, if you insert the board faced out in the machine, you need to change from "back side
out" to "front side out” under Cutting side in the app.

]
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A The carner of the O-point block is the
A starting paint for all cuts. If the black

/ . f % is moved, cuts will no longer fit and the
/ j | \‘!. cutting robot must be recalibrated by
N Waagon \ KOBOTS.

28 V.22



ENGLISH

19.

Disassembling the cutting robot

Disassembly of the cutting robot is done in reverse order of assembly. Pay attention to the fol-
lowing instructions:

19a Guides are lifted on both sides simultaneously. 18b Risk of pinching at the support fegs and hinge

18c N-frame is lifted perpendicular from the bottom 19b Always turn magnetic strips away from the bat-
guide. There is a risk of crushing when the N-frame is tom of the boxes.
lifted up.
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