Packaging instruction

KOBOTS 912, 925, 1225 & 1230

KOBOTS )



KOBOTS 912

Place the robot on a Euro pallet
(120x80cm). See pictures below.

1. Box 1is placed in the center of the
pallet,Box 2 is placed on top of Box ],
with the wheels of both boxes facing
the same end.

2. Box 3 is placed on top of Box 2, with
the ends of the two boxes aligned.
(The strip on Box 3 rests against the
end of Box 2.)

3. Boxes 4 & 5 are placed in the middle
of the pallet on top of Box 3. (Note: Box
5 must be turned so that the
protection faces inward.)

4. Secure Boxes 4 & 5 in the middle with
straps, fastening them down around
the pallet.




KOBOTS 925

The robot is placed on two Euro pallets
(120x80 cm).

The pallets are screwed together using <
3 m studs. See pictures below.

1. Place both Box 1 units parallel to each
other in the middle of the pallets. Screw
the studs onto the pallets along the sides
of the boxes.

2. Place Box 3 on top of both Box 1 units in
the middle, so the wheels extend beyond
the end.

3. Place Box 2 against Box 3 on top of both
Box 1 units.

4. Place Box 4 on top of Box 3 so it lines up
with the inner hole of the pallet for
strapping.

5. Place Box 5 on top of Box 2 so it lines up
with the inner hole of the pallet for
strapping.

6. Strap Boxes 4 &5 in the middle, fastening
them down around the pallet.
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KOBOTS 1225

The robot is placed on two Euro pallets
(120x80 cm).The pallets are screwed
together using 3 m studs. See pictures below.

1. Place both Box 1s parallel to each other and
centered on the pallets.
2. Screw the spacer studs onto the pallets
along the sides of the boxes.
3. Place Box 3 on top of both Box 1s in the
middle.
. Place Box 2 on top of Box 3.
. Place Boxes 4 and 5 on top of Box 2, each at
opposite ends.
. Secure with straps around the middle of
Boxes 4 and 5 and down around the pallet.




KOBOTS 1230

The robot is placed on two Euro pallets
(120x80 cm).The pallets are screwed together
using 3 m studs. See pictures below.

1. Place the two boxes 1with the wheels
facing opposite each other in the center
of the pallet.

2. Screw the spacer studs onto the pallets
along the boxes.

3. Place boxes 2 & 3 on top of both boxes 1in
the center.

4. Place box 4 on top of box 3 so that it aligns
with the innermost hole of the pallet for
strapping.

5. Place box 5 on top of box 2 so that it aligns
with the innermost hole of the pallet for
strapping.

6. Strap around the middle of boxes 4 &5
and down around the pallet.
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